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hazards involved, the necessary pre-
cautions to be taken, and in the use of
protective and emergency equipment
required. The employer shall comply
with any specific regulations that
apply to work in dangerous or poten-
tially dangerous areas.

(ii) For purposes of paragraph (b)(6)(i)
of this section, confined or enclosed
space means any space having a limited
means of egress, which is subject to the
accumulation of toxic or flammable
contaminants or has an oxygen defi-
cient atmosphere. Confined or enclosed
spaces include, but are not limited to,
storage tanks, process vessels, bins,
boilers, ventilation or exhaust ducts,
sewers, underground utility vaults,
tunnels, pipelines, and open top spaces
more than 4 feet in depth such as pits,
tubs, vaults, and vessels.

§ 1926.22 Recording and reporting of
injuries. [Reserved]

§ 1926.23 First aid and medical atten-
tion.

First aid services and provisions for
medical care shall be made available
by the employer for every employee
covered by these regulations. Regula-
tions prescribing specific requirements
for first aid, medical attention, and
emergency facilities are contained in
subpart D of this part.

§ 1926.24 Fire protection and preven-
tion.

The employer shall be responsible for
the development and maintenance of
an effective fire protection and preven-
tion program at the job site through-
out all phases of the construction, re-
pair, alteration, or demolition work.
The employer shall ensure the avail-
ability of the fire protection and sup-
pression equipment required by subpart
F of this part.

§ 1926.25 Housekeeping.
(a) During the course of construction,

alteration, or repairs, form and scrap
lumber with protruding nails, and all
other debris, shall be kept cleared from
work areas, passageways, and stairs, in
and around buildings or other struc-
tures.

(b) Combustible scrap and debris
shall be removed at regular intervals

during the course of construction. Safe
means shall be provided to facilitate
such removal.

(c) Containers shall be provided for
the collection and separation of waste,
trash, oily and used rags, and other
refuse. Containers used for garbage and
other oily, flammable, or hazardous
wastes, such as caustics, acids, harmful
dusts, etc. shall be equipped with cov-
ers. Garbage and other waste shall be
disposed of at frequent and regular in-
tervals.

§ 1926.26 Illumination.
Construction areas, aisles, stairs,

ramps, runways, corridors, offices,
shops, and storage areas where work is
in progress shall be lighted with either
natural or artificial illumination. The
minimum illumination requirements
for work areas are contained in subpart
D of this part.

§ 1926.27 Sanitation.
Health and sanitation requirements

for drinking water are contained in
subpart D of this part.

§ 1926.28 Personal protective equip-
ment.

(a) The employer is responsible for
requiring the wearing of appropriate
personal protective equipment in all
operations where there is an exposure
to hazardous conditions or where this
part indicates the need for using such
equipment to reduce the hazards to the
employees.

(b) Regulations governing the use, se-
lection, and maintenance of personal
protective and lifesaving equipment
are described under subpart E of this
part.

§ 1926.29 Acceptable certifications.
(a) Pressure vessels. Current and valid

certification by an insurance company
or regulatory authority shall be
deemed as acceptable evidence of safe
installation, inspection, and testing of
pressure vessels provided by the em-
ployer.

(b) Boilers. Boilers provided by the
employer shall be deemed to be in com-
pliance with the requirements of this
part when evidence of current and valid
certification by an insurance company
or regulatory authority attesting to
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the safe installation, inspection, and
testing is presented.

(c) Other requirements. Regulations
prescribing specific requirements for
other types of pressure vessels and
similar equipment are contained in
subparts F and O of this part.

§ 1926.30 Shipbuilding and ship repair-
ing.

(a) General. Shipbuilding, ship repair-
ing, alterations, and maintenance per-
formed on ships under Government
contract, except naval ship construc-
tion, is work subject to the Act.

(b) Applicable safety and health stand-
ards. For the purpose of work carried
out under this section, the safety and
health regulations in part 1915 of this
title, Shipyard Employment, shall
apply.

[44 FR 8577, Feb. 9, 1979; 44 FR 20940, Apr. 6,
1979, as amended at 61 FR 9249, Mar. 7, 1996]

§ 1926.31 Incorporation by reference.
(a) The standards of agencies of the

U.S. Government, and organizations
which are not agencies of the U.S. Gov-
ernment which are incorporated by ref-
erence in this part, have the same force
and effect as other standards in this
part. Only the mandatory provisions
(i.e., provisions containing the word
‘‘shall’’ or other mandatory language)
of standards incorporated by reference
are adopted as standards under the Oc-
cupational Safety and Health Act. The
locations where these standards may
be examined are as follows:

(1) Offices of the Occupational Safety
and Health Administration, U.S. De-
partment of Labor, Frances Perkins
Building, Washington, DC 20210.

(2) The Regional and Field Offices of
the Occupational Safety and Health
Administration, which are listed in the
U.S. Government Manual.

(b) Any changes in the specifications,
standards and codes incorporated by
reference in this part and an official
historic file of such changes are avail-
able at the offices referred to in para-
graph (a) of this section. All questions
as to the applicability of such changes
should also be referred to these offices.

[44 FR 8577, Feb. 9, 1979; 44 FR 20940, Apr. 6,
1979, as amended at 61 FR 9249, Mar. 7, 1996;
63 FR 33468, June 18, 1998]

§ 1926.32 Definitions.
The following definitions shall apply

in the application of the regulations in
this part:

(a) Act means section 107 of the Con-
tract Work Hours and Safety Stand-
ards Act, commonly known as the Con-
struction Safety Act (86 Stat. 96; 40
U.S.C. 333).

(b) ANSI means American National
Standards Institute.

(c) Approved means sanctioned, en-
dorsed, accredited, certified, or accept-
ed as satisfactory by a duly constituted
and nationally recognized authority or
agency.

(d) Authorized person means a person
approved or assigned by the employer
to perform a specific type of duty or
duties or to be at a specific location or
locations at the jobsite.

(e) Administration means the Occupa-
tional Safety and Health Administra-
tion.

(f) Competent person means one who is
capable of identifying existing and pre-
dictable hazards in the surroundings or
working conditions which are unsani-
tary, hazardous, or dangerous to em-
ployees, and who has authorization to
take prompt corrective measures to
eliminate them.

(g) Construction work. For purposes of
this section, Construction work means
work for construction, alteration, and/
or repair, including painting and deco-
rating.

(h) Defect means any characteristic
or condition which tends to weaken or
reduce the strength of the tool, object,
or structure of which it is a part.

(i) Designated person means ‘‘author-
ized person’’ as defined in paragraph (d)
of this section.

(j) Employee means every laborer or
mechanic under the Act regardless of
the contractual relationship which
may be alleged to exist between the la-
borer and mechanic and the contractor
or subcontractor who engaged him.
‘‘Laborer and mechanic’’ are not de-
fined in the Act, but the identical
terms are used in the Davis-Bacon Act
(40 U.S.C. 276a), which provides for
minimum wage protection on Federal
and federally assisted construction
contracts. The use of the same term in
a statute which often applies concur-
rently with section 107 of the Act has
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